
Specifications

1. Intel® 12th generation Core™ i9/i7/i5/i3 & 
Pentium®/Celeron® processor with Q670E chipset

2. Four DIMM sockets up to 128 GB DDR4 3200
3. Triple display DP/HDMI/VGA and dual GbE LAN
4. M.2, SATA RAID 0, 1, 5, 10, USB 3.2(Gen2)
5. Supports Intel vPro, AMT & TPM technologies
6. Dimensions (W x H x D) : 482 x 177 x 479 mm (19" x 7" x 18.9")

BMR-40U-Q6A

Processor/Cache

Processor Supports up to 65W Intel® 12th Gen processors

Chipset

Intel® Q670E chipset

System Memory

Memory Capacity 4 x 288-pin DIMM for up to 128GB 3200 MHz DDR4

Expansion Slots

PCI-Express 3 x PCIe x4 (Gen 3)
1 x PCIe x8 (Gen 3)
1 x PCIe x16 (Gen 4)

Integrated On-Board

SATA, M.2 4 x SATA
RAID 0, 1, 5, 10
4 x M.2 1 (PCIex4 M-key 2280 type)

Network 2 x Ethernet

Font Panel

LED Indicators Power, HDD and power voltage status

Drive Bays

Peripheral Bay 3x 5.25" & 1x 3.5"

Power Supply

Single 80 plus bronze 500W

Cooling System

System Fan 2 x (12 cm / 82 CFM each)

Dimensions

W x H x D 482 x 177 x 479 mm (19" x 7" x 18.9")


